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ETP-CLASSIC®

ETP Classic provides highest radial load. Ideal for mounting timing belts, pulleys, cams, gears and other
motion devices. May be positioned on and between shafts quickly with high precision. They disconnect
quickly facilitating system maintenance.

DESIGN
ETP-CLASSIC consists of a double-walled hardened
steel sleeve filled with a specially designed
pressure medium, sealing ring, piston, pressure
flange and clamping screws.
OPERATION
When tightening the screws, the sleeve expands
uniformly against hub and shaft and creates a
rigid joint. When loosening the screws the sleeve
returns to its original measurements and can easily
be dismantled.
FEATURES
• Highest radial load.
• Mounting and dismantling is fast.
• Precision adjustment of the hub can be made

during mounting.
• Low tightening torque and small number of

screws makes mounting easy.
• Good concentricity even after many mountings.
• Hexhead screws can also be used.
• Handles temperature range -22° F to +180° F.

ETP-CLASSIC positioned between shaft and hub
ready for mounting.

When screws are tightened, ETP-CLASSIC creates an
even surface pressure against the hub and shaft.
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• All stainless steel
components including
clamping screws, pressure
flange, piston, and double
walled sleeve.

• Has the same features as
the ETP Classic with a
lower transmittable torque.
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ETP-R15 15 23 38 28.5 17 30 34 22 1057 4 8 4 4

ETP-R20 20 28 45 35 22 37 41 66 2023 4 8 5 6

ETP-R25 25 34 49 40 27 43 46 129 3147 4 8 7 7

ETP-R30 30 41 57 47.5 32 47 51 188 3822 4 8 7 10

ETP-R35 35 47 63 53.5 37 55 59 288 5017 4 8 9 14

ETP-R40 40 53 70 60.5 43 63 67 443 6744 4 8 9 19

ETP-R45 45 59 77 66.5 49 69 73 664 8993 7 8 9 25

ETP-R50 50 65 83 72.5 53 76 80 959 11690 7 10 9 30

ETP-CLASSIC® R - Stainless Steel Metric Sizes
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ETP-15 15 23 38 28.5 17 30 35 41 1635 3.7 4 3 4

ETP-19 19 28 45 35 21 37 42 74 2374 5.9 4 3 6

ETP-20 20 28 45 35 22 37 42 92 2800 5.9 4 3 6

ETP-22 22 32 49 40 22 37 42 100 2755 5.9 4 4 7

ETP-24 24 34 49 40 25 40 45 148 3740 5.9 4 4 7

ETP-25 25 34 49 40 27 43 48 184 4480 5.9 4 4 7

ETP-28 28 39 55 46 29 45 50 221 4793 5.9 4 4 9

ETP-30 30 41 57 47.5 32 47 52 310 6272 5.9 4 4 10

ETP-32 32 43 60 50.5 34 52 57 310 5891 5.9 4 4 12

ETP-35 35 47 63 53.5 37 55 60 479 8310 5.9 4 6 14

ETP-38 38 50 65 56 41 59 64 553 8848 5.9 4 6 15

ETP-40 40 53 70 60.5 43 63 68 693 10528 5.9 4 6 19

ETP-42 42 55 70 60.5 45 65 70 693 10035 5.9 4 6 19

ETP-45 45 59 77 66.5 49 69 75 951 12835 9.6 5 6 25

ETP-48 48 62 80 69.5 52 73 79 1158 14649 9.6 5 6 27

ETP-50 50 65 83 72.5 53 76 82 1401 17024 9.6 5 6 30

ETP-55 55 71 88 78 58 82 88 1844 20361 9.6 5 8 37

ETP-60 60 77 95 84.5 64 90 96 2508 25312 9.6 5 8 48

ETP-65 65 84 102 91 68 96 102 2581 24192 9.6 5 8 59

ETP-70 70 90 113 99 72 99 107 3835 33376 23.6 6 6 72

ETP-75 75 95 118 104 85 114 122 4646 37632 23.6 6 6 88

ETP-80 80 100 123 109 90 120 128 6490 49280 23.6 6 6 94

ETP-85 85 106 129 115 95 125 133 6490 46368 23.6 6 6 109

ETP-90 90 112 135 121 100 133 141 8112 54656 23.6 6 8 124

ETP-95 95 120 143 129 105 139 147 9440 60256 23.6 6 8 157

ETP-100 100 125 148 134 110 145 153 11431 69440 23.6 6 8 172
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ETP-3/4 0.75 28 45 35 21 35 40 65 2100 5.1 4 3 6

ETP-7/8 0.875 32 49 40 22 37 42 100 2700 5.9 4 4 7

ETP-15/16 0.9375 34 49 40 25 39 44 130 3300 5.9 4 4 7

ETP-1 1 35 51 41.5 27 41 46 144 3600 5.9 4 4 7

ETP-1 1/8 1.125 39 55 46 29 43 48 207 4400 5.9 4 4 9

ETP-1 3/16 1.1875 41 57 47.5 32 47 52 250 5100 5.9 4 4 10

ETP-1 1/4 1.25 43 60 50.5 34 50 55 302 5800 9.6 5 4 12

ETP-1 5/16 1.3125 45 63 52 35 52 58 350 6400 9.6 5 6 13

ETP-1 3/8 1.375 47 63 53.5 37 53 58 398 7000 5.9 4 6 14

ETP-1 7/16 1.4375 50 65 56 37 54 59 428 7100 5.9 4 6 14

ETP-1 1/2 1.5 52 68 59 41 57 62 516 9300 5.9 4 6 15

ETP-1 5/8 1.625 55 70 61 44 63 68 626 9300 5.9 4 6 19

ETP-1 11/16 1.6875 58 77 65 47 66 72 723 10300 9.6 5 6 20

ETP-1 3/4 1.75 59 77 66.5 49 67 73 870 11900 9.6 5 6 25

ETP-1 15/16 1.9375 65 83 72.5 52 74 80 1070 13100 9.6 5 6 30

ETP-2 2 68 88 76 53 74 80 1550 14400 9.6 5 6 31

ETP-2 3/16 2.1875 74 92 81 58 83 89 2068 17200 9.6 5 8 37

ETP-2 7/16 2.4375 81 99 88 60 85 91 2280 20300 9.6 5 8 41

ETP-2 1/2 2.5 84 107 93 62 86 94 2280 22000 23.6 6 6 57

ETP-2 15/16 2.9375 95 118 104 85 108 116 3925 34400 23.6 6 6 88

ETP-3 3 98 121 107 74 101 109 3925 31300 23.6 6 6 90

ETP-3 7/16 3.4375 110 132 119 90 121 129 5850 40700 23.6 6 7 113

ETP-3 15/16 3.9375 125 148 134 110 139 147 9200 59300 23.6 6 8 172

ETP-4 4.0 130 155 141 97 128 136 9200 59300 23.6 6 8 180

ETP-CLASSIC® - Inch Sizes

ETP-CLASSIC® - Metric Sizes




